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Mounted and
connected boxes

EMPTY TCP BOXES

The TCP boxes have been specially designed to make assemblies with
socket outlets with their corresponding protective components. The most 
important features can be summarised as:

Versatility. With only 4 types of boxes, whatever combination is required
can be made, by placing socket outlets from 16 to 125 A, along with the 
appropriate electrical protection.

Safety. The high quality of the materials used means that the product
offers IP55 protection according to UNE 20324, and Class-II insulation
according to UNE-EN 611440, that allows it to be placed in highly
aggressive environments.

Fast assembly. The accessibility of the interior elements and the ease with
which they can be reworked (following the corresponding templates) allow
any type of assembly to be carried out quickly.

These characteristics make these boxes indispensable for building work,
industries with interchangeable manufacturing processes and autonomous
portable installations, maintenance of public and auxiliary services, etc.

MARINER AND TCP BOXES

Highly recommended for building work, industries with interchangeable
manufacturing processes and autonomous portable installations,
maintenance of public and auxiliary services, etc.

Mariner specifications:
Bodies comprise ABS boxes and lids in a grey colour (RAL 7035).
Neoprene gaskets on all models.

TCP specifications:
Box, front panel and lid made of polycarbonate.
Box and panel in RAL 7035 grey.
Transparent lid in a smoke colour.
It accommodates modular 17.5 mm s / DIN 43880 elements.

The T-13, T-15 and T-17 boxes also offer unique advantages:
Models with greater capacity.
Practical opening and closing system with the practical transparent cover,
with the possibility to change the opening method (left and right, or left to
right).
Option for security lock using accessory T-10.
Fastening of front panel by easily accessible large insulating screws.
Front panel window with larger surface and cover with easily cut modular
inserts, allowing the necessary modules to be used, leaving the set closed
at all times.
Sealable box.
Hight of the track-profile is adjustable via staggered ABS spacers.
Easy connection of modules to the track-profile.
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Mounted boxes

Mounted and connected Mariner boxes.

I-6204-1
Socket outlets:
- 2 Schuko® socket outlets with hinged lid, 16A 250V
- 1 Cetact® panel-mounted socket outlet 
  (3P+E, 16A, 6h, 380-415V)
Given terminals of 16 mm2

Packing 1

I-6204-2
Socket outlets:
- 2 Schuko® socket outlets with hinged lid, 16A 250V
- 1 Cetact® panel-mounted socket outlet 
  (3P+E, 32A, 6h, 380-415V)
Given terminals of 16 mm2

Packing 1

I-6205-1
Socket outlets:
- 3 Schuko® socket outlets with hinged lid, 16A 250V
- 1 Cetact® panel-mounted socket outlet 
  (3P+E, 16A, 6h, 380-415V)
- 1 Cetact® panel-mounted socket outlet 
  (3P+E, 32A, 6h, 380-415V)
Given terminals of 2 5 mm2

Packing 1

I-6203-1
Socket outlets:
- 4 Schuko® socket outlets with hinged lid, 16A 250V
Given terminals of 16 mm2

Max. intensity 40 A
Packing 1

I-6202-1
Socket outlets:
- 2 Schuko® socket outlets with hinged lid, 16A 250V
Given terminals of 16 mm2

Packing 1
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ABS • Colour Grey RAL 7035 • IP44 protection degree  (UNE 20324), IK08 (UNE-EN 50102) in a vertical position
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Mounted and connected boxes with TCP protections

TM-13-1

Box for 8 17.5 mm modules
Socket outlets:
- 2 Schuko® socket outlets with hinged lid, 16A 250V
- 1 Cetact® panel-mounted socket outlet 
  (3P+E, 16A, 6h, 380-415V)

Overload and Short circuit protection:
- 1 Circuit breaker, 2P, 16A, 6kA, curve C
- 1 Circuit breaker, 3P, 16A, 6kA, curve C
Packing 1

TM-13-2

Box for 8 17.5 mm modules
Socket outlets:
- 2 Schuko® socket outlets with hinged lid, 16A 250V
- 1 Cetact® panel-mounted socket outlet 
  (3P+E, 32A, 6h, 380-415V)

Overload and Short circuit protection:
- 1 Circuit breaker, 2P, 16A, 6kA, curve C
- 1 Circuit breaker, 3P, 32A, 6kA, curve C
Packing 1

TM-13-4

Box for 8 17.5 mm modules
Socket outlets:
- 4 Schuko® socket outlets with hinged lid, 16A 250V

Overload and Short circuit protection:
- 2 Circuit breakers, 2P, 16A, 6kA, curve C
Packing 1

TM-13-7

Box for 8 17.5 mm modules
Socket outlets:
- 2 Schuko® socket outlets with hinged lid, 16A 250V
- 1 Cetact® panel-mounted socket outlet 
  (3P+E, 16A, 6h, 380-415V)

Overload and Short circuit protection:
- 1 Circuit breaker, 2P, 16A, 6kA, curve C
- 1 Circuit breaker, 4P, 16A, 6kA, curve C
Packing 1

TM-15-1

Box for 8 17.5 mm modules
Socket outlets:
- 2 Schuko® socket outlets with hinged lid, 16A 250V
- 1 Cetact® panel-mounted socket outlet  (3P+E, 16A, 6h, 380-415V)
- 1 Cetact® panel-mounted socket outlet  (3P+E, 32A, 6h, 380-415V)
Overload and Short circuit protection:
- 1 Circuit breaker, 2P, 16A, 6kA, curve C
- 1 Circuit breaker, 3P, 16A, 6kA, curve C
- 1 Circuit breaker, 3P, 32A, 6kA, curve C
Packing 1
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IP44-protection degree (UNE 20324), IK08 (UNE-EN 50102) set • Colour grey RAL 7035 • Boxes conform to EN 60439-3

The boxes are supplied with IP44 socket outlets and mounted Siemens circuit breakers (standard configurations), fully wired and connected.
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Mounted boxes

TM-15-2

Box for 8 17.5 mm modules
Socket outlets:
- 2 Schuko® socket outlets with hinged lid, 16A 250V
- 2 Cetact® panel-mounted socket outlets (3P+E, 16A, 6h, 380-415V)
Overload and Short circuit protection:
- 1 Circuit breaker, 2P, 16A, 6kA, curve C
- 2 Circuit breakers, 3P, 16A, 6kA, curve C
Packing 1
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TM-17-1

Box for 12 17.5 mm modules
Socket outlets:
- 4 Schuko® socket outlets with hinged lid, 16A 250V
- 2 Cetact® panel-mounted socket outlets (3P+E, 16A, 6h, 380-415V)
- 1 Cetact® panel-mounted socket outlet  (3P+E, 32A, 6h, 380-415V)
Overload and Short circuit protection:
- 2 Circuit breaker,s 1P+N, 16A, 6kA, curve C
- 2 Circuit breakers, 3P, 16A, 6kA, curve C
- 1 Circuit breaker, 3P, 32A, 6kA, curve C
Packing 1

Mounted and connected boxes with TCP protections

IP44-protection degree (UNE 20324), IK08 (UNE-EN 50102) set • Colour grey RAL 7035 • Boxes conform to EN 60439-3

The boxes are supplied with IP44 socket outlets and mounted circuit breakers (standard configurations), fully wired and connected.
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Mounted and connected TCP boxes

Polycarbonate • Colour Grey RAL 7035 • IP44-protection degree (UNE 20324), IK08 (UNE-EN 50102) in a vertical position

T-13-2
Box for 8 17.5 mm modules
Socket outlets: 
- 2 Schuko® socket outlets with hinged lid, 16A 250V
- 1 Cetact® panel-mounted socket outlet (3P+E, 32A, 6h, 380-415V)
Packing 1

T-13-1
Box for 8 17.5 mm modules
Socket outlets: 
- 2 Schuko® socket outlets with hinged lid, 16A 250V
- 1 Cetact® panel-mounted socket outlet (3P+E, 16A, 6h, 380-415V)
Packing 1

T-13-3
Box for 8 17.5 mm modules
Socket outlets: 
- 2 Schuko® socket outlets with hinged lid, 16A 250V
Packing 1

T-13-4
Box for 8 17.5 mm modules
Socket outlets: 
- 4 Schuko® socket outlets with hinged lid, 16A 250V
Packing 1

T-13-5
Box for 8 17.5 mm modules
Socket outlets: 
- 1 Cetact® panel-mounted socket outlet (3P+N+E, 63A, 6h, 200/346 - 200/415V)
Packing 1
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T-13-6
Box for 8 17.5 mm modules
Socket outlets: 
- 2 Schuko® socket outlets with hinged lid, 16A 250V
- 1 Cetact® extra-low voltage panel-mounted socket outlet (2P, 16A, 20-25V extra-low voltage)
Packing 1

Any combination is available on request.

T-13-7
Box for 8 17.5 mm modules
Socket outlets: 
- 2 Schuko® socket outlets with hinged lid, 16A 250V
- 1 Cetact® panel-mounted socket outlet  (3P+N+E, 16A, 6h, 380-415V)
Packing 1

Mounted and connected TCP boxes

T-13-8
Box for 8 17.5 mm modules
Socket outlets: 
- 2 Schuko® socket outlets with hinged lid, 16A 250V
- 1 Cetact® panel-mounted socket outlet  (3P+N+E, 32A, 6h, 380-415V)
Packing 1

194

26
7

25
0

168

140
65

12
5

T-13

22
4

194

34
3

32
4

168

140
65

12
5

80

T-15

29
8

T-15-1
Box for 8 17.5 mm modules
Socket outlets: 
- 2 Schuko® socket outlets with hinged lid, 16A 250V
- 1 Cetact® panel-mounted socket outlet  (3P+E, 16A, 6h, 380-415V)
- 1 Cetact® panel-mounted socket outlet  (3P+E, 32A, 6h, 380-415V)
Packing 1

T-15-2
Box for 8 17.5 mm modules
Socket outlets: 
- 2 Schuko® socket outlets with hinged lid, 16A 250V
- 2 Cetact® panel-mounted socket outlets  (3P+E, 16A, 6h, 380-415V)
Packing 1

T-15-3
Box for 8 17.5 mm modules
Socket outlets: 
- 2 Schuko® socket outlets with hinged lid, 16A 250V
- 2 Cetact® panel-mounted socket outlets  (3P+E, 32A, 6h, 380-415V)
Packing 1

T-15-4
Socket outlets: 
- 2 Schuko® socket outlets with hinged lid, 16A 250V
- 1 Cetact® panel-mounted socket outlet  (3P+N+E, 16A, 6h, 380-415V)
- 1 Cetact® panel-mounted socket outlet  (3P+N+E, 32A, 6h, 380-415V)
Packing 1

Mounted boxes
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Any combination is available on request.

Mounted and connected TCP boxes
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T-15-5
Box for 8 17.5 mm modules
Socket outlets: 
- 2 Schuko® socket outlets with hinged lid, 16A 250V
- 2 Cetact® panel-mounted socket outlets  (3P+N+E, 16A, 6h, 380-415V)
Packing 1

T-15-6
Box for 8 17.5 mm modules
Socket outlets: 
- 2 Schuko® socket outlets with hinged lid, 16A 250V
- 2 Cetact® panel-mounted socket outlets  (3P+N+E, 32A, 6h, 380-415V)
Packing 1

T-17-3
Box for 12 17.5 mm modules
Socket outlets: 
- 4 Schuko® socket outlets with hinged lid, 16A 250V
- 1 Cetact® panel-mounted socket outlet  (3P+E, 16A, 6h, 380-415V)
- 1 Cetact® panel-mounted socket outlet  (3P+E, 32A, 6h, 380-415V)
Packing 1
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T-17-1
Box for 12 17.5 mm modules
Socket outlets: 
- 2 Schuko® socket outlets with hinged lid, 16A 250V
- 2 Cetact® panel-mounted socket outlets  (3P+E, 16A, 6h, 380-415V)
- 1 Cetact® panel-mounted socket outlet  (3P+E, 32A, 6h, 380-415V)
Packing 1

T-17-2
Box for 12 17.5 mm modules
Socket outlets: 
- 3 Cetact® panel-mounted socket outlets  (3P+E, 16A, 6h, 380-415V)
- 2 Cetact® panel-mounted socket outlets  (3P+E, 32A, 6h, 380-415V)
Packing 1
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T-15
TCP box with capacity for 8 17.5 mm modules

Packing 1

T-17
TCP box with capacity for 12 17.5 mm modules

Packing 1

T-16 (IP54)
TCP box with capacity for 24 17.5 mm modules

Packing 1
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TCP box with capacity for 8 17.5 mm modules

Packing 1

Empty TCP boxes and accessories

Polycarbonate • Colour Grey RAL 7035 • IP55-protection degree (UNE 20324), IK08 (UNE-EN 50102) in a vertical position  

Mounted boxes
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